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ABSTRACT

An end of cut speed control system includes a vehicle con-
troller that commands a traction drive system to a reduced
ground speed based on the setting of a control to a preset end
of cut mode ground speed as a percentage of the mow mode
ground speed. The vehicle controller changes the speed from
the mow mode to the end of cut mode when a proximity
sensor indicates the cutting units are raised to a cross cut
position.

7 Claims, 2 Drawing Sheets
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1
END OF CUT SPEED CONTROL SYSTEM

FIELD OF THE INVENTION

This invention relates to mowers for golf course fairways
and greens, and more specifically to an end of cut speed
control system.

BACKGROUND OF THE INVENTION

Fairway mowers and greens mowers are self-propelled
riding mowers having multiple cutting units providing a high
quality cut, and may be capable of mowing successfully at
ground speeds as high as 7 to 10 miles per hour. After each
cross cut pass of a fairway or green, the operator may raise the
cutting units and turn the mower around 180 degrees before
making the next pass. This is referred to as the end of cut.
When a fairway or greens mower travels at these high speeds
at the end of cut, there may be a risk of damage to the turf as
the wheels and tires of the mower make sharp turns on soft
ground. To reduce or prevent turf damage, golf course man-
agement may adjust mow speed controls to maximum ground
speeds of only 3 to 6 miles per hour. This results in a signifi-
cant reduction of productivity.

There is a need for a fairway or greens mower that can mow
athigh ground speeds without damaging turf at the end of cut.
There is a need to increase productivity when mowing golf
course fairways or greens.

SUMMARY OF THE INVENTION

An end of cut speed control system includes a sensor that
detects and provides signals to a vehicle controller indicating
if a plurality of cutting units on a fairway or greens mower are
in a lowered mow position or a raised cross cut position. The
vehicle controller reduces the traction drive speed of the
mower if the cutting units are in the raised cross cut position.
The amount of traction drive speed reduction may be based on
an end of cut speed that may be preset on a display module on
the mower.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG.1is adrawing of a fairway mower having an end of cut
speed control system according to one embodiment of the
invention.

FIG. 2 is a flow diagram of an end of cut speed control
system according to one embodiment of the invention.

DESCRIPTION OF THE PREFERRED
EMBODIMENT

In an embodiment shown in FIG. 1, mower 100 includes an
end of cut speed control system that reduces the mower’s
ground speed at the end of cut across a fairway or green. The
end of cut speed control system is shown on a self-propelled
fairway mower, and also may be used on self-propelled riding
greens mowers or other self-propelled riding mowers that
have multiple cutting units providing a high quality cut. The
cutting units preferably include a first or front row of cutting
units 102 connected to lift arms 104, and a second or rear row
of cutting units 103 also connected to lift arms. The cutting
units are preferably cutting reels, but also may be rotary
cutting units.

Now referring to FIG. 2, end of cut speed control system
106 may include vehicle controller 108 that controls the
ground speed of a fairway or greens mower based on input
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signals from one or more forward pedal sensors 110, one or
more reverse pedal sensors 112, and swash plate sensor 114 of
electronically controlled hydrostatic or eHydro pump 116.
The input signals from the forward and reverse pedal sensors
may include PWM voltages indicating desired ground speed
based on pedal position at a known and/or fixed engine speed.
The input signal from the swash plate sensor may be a DC
voltage indicating swash plate angle or position for a ground
speed at the same known and/or fixed engine speed. Based on
these inputs, the vehicle controller may determine the amount
of DC current to forward and reverse pump valves 118,120 to
make any change to swash plate position. The DC current
output may be based on the amount of error between ground
speed demanded by the pedals and the swash plate position.

In one embodiment, a fairway or greens mower with the
end of cut speed control system may have several modes of
operation based on the position of PTO switch 122 that turns
on hydraulic or electric cutting unit motors 124, and one or
more proximity switches 126 that sense if the cutting units are
on the ground or raised to a cross cut position. These switches
may provide DC voltage inputs to vehicle controller 108.
Although proximity switches are preferred, other types of
sensors may be used to detect if the cutting units are on the
ground or raised to a cross cut position. The operating modes
may include a transport mode if the PTO switch is off, a mow
mode if the PTO switch is on and the proximity switches
detect the cutting units are on the ground in the mow position,
and an end of cut mode if the PTO switch is on and the
proximity switches detect the cutting units are partially raised
off the ground at the cross cut position. (In the transport
position, the cutting units may be raised completely, includ-
ing raising the wing cutting units to hang vertically so the
mower may have a narrower transport width.)

In one embodiment, the end of cut speed control system
may include display module 128 connected by a CAN bus to
the vehicle controller. The display module may have several
controls that an operator may use to set a maximum transport
mode ground speed, a maximum mow mode ground speed,
and an end of cut mode ground speed that may be a percentage
of the mow mode ground speed. The display module and/or
vehicle controller preferably may limit access to the controls
and/or block or restrict adjustment of the settings while the
mower is moving.

In one embodiment, the end of cut speed control system
may include lower switch 130 that provides DC voltage input
to the vehicle controller, causing the cutting units to be low-
ered to the ground. The mower may cut grass in the mow
mode only if lower switch 130 is actuated, PTO switch 122 is
on, and proximity switches 126 sense the cutting units are
below a predetermined height (essentially on the ground in a
mow position).

In one embodiment, the end of cut speed control system
may include raise switch 132 that provides DC voltage input
to the vehicle controller. The mower may change from the
mow mode to the end of cut mode when the operator actuates
the raise switch. The raise switch causes the cutting units to
raise to a predetermined height above the ground, and pref-
erably less than about 10 inches off the ground, to a cross cut
position. The raise switch may raise the cutting units using
hydraulic lift valves or electric actuators, which may be elec-
tronically timed to raise the front cutting units before the rear
cutting units. Additionally, actuating the raise switch may
cause the ground speed of the mower to be reduced. The
vehicle controller may provide current to the pump valves
based on the equation: reduced speed=(current ground speed
based on pedal position)x(end of cut speed percentage
selected on display module). In the end of cut mode, the
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operator may continue to hold his foot down on the forward
pedal, even when turning the mower around at the end of cut
across a fairway or green.

In one embodiment, the end of cut speed control system
may change from the end of cut mode to the mow mode when
the operator actuates lower switch 130, causing the hydraulic
lift valves or electric actuators to lower the cutting units back
to the ground in the mow position. If PTO switch 122 remains
on, and proximity switches 126 sense the cutting units are
below a predetermined height, the vehicle control unit may
command the pump valves to operate at a ground speed based
on pedal position without any reduction by the end of cut
speed percentage.

In an alternative embodiment, the end of cut speed control
system may include an electric traction drive system having
electric wheel motors instead of a hydrostatic drive system.
For example, the vehicle control unit may provide commands
to electric wheel motors to a reduced ground speed in the end
of cut mode, as a percentage of the current ground speed. In
another alternative, the vehicle control unit may reduce the
maximum ground speed of the traction drive system in the
end of cut mode.

In one embodiment, the end of cut speed control system
may include proximity switches that detect flags 134 on each
lift arm of a front cutting unit, or another characteristic or
feature of a lift arm or cutting unit, to determine if the cutting
units are on the ground or not.

In one embodiment, the vehicle control unit may ramp up
or down the ground speed between the mow mode and the end
of cut mode. The rate of change may use an algorithm
designed to ramp to the reduced ground speed, or back up to
the unreduced speed, within less than about 1 second.

In one embodiment, the vehicle controller may be con-
nected to the sensors and switches by a system bus or CAN
bus.

In one embodiment, a fairway or greens mower with the
end of cut speed control system may operate in the mow mode
at ground speeds as high as 7 to 10 miles per hour, with
reduced or minimal turf damage when reaching the end of cut
and turning. The clip frequency of the reel cutting units may
be set for the higher ground speed.

Having described the preferred embodiment, it will
become apparent that various modifications can be made
without departing from the scope of the invention as defined
in the accompanying claims.

The invention claimed is:

1. An end of cut speed control system, comprising:

a forward foot pedal sensor providing signals to a vehicle
controller that commands a traction drive system of a
mower;

a PTO switch providing signals to the vehicle controller
and turning on cutting motors on a plurality of cutting
units;
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a proximity switch providing signals to the vehicle control-
ler indicating if the plurality of cutting units are on the
ground in a mow position or are raised to a cross cut
position;

a display module providing signals to the vehicle controller
based on a setting of a control to a maximum mow mode
ground speed and a setting of a control to an end of cut
mode ground speed as a percentage of the mow mode
ground speed;

the vehicle controller commanding the traction drive sys-
tem to areduced ground speed determined as the product
of a current ground speed based on the signals from the
forward foot pedal sensor and the end of cut speed per-
centage, if the PTO switch is on and the proximity
switch indicates the cutting units are raised to the cross
cut position.

2. The end of cut speed control system of claim 1 wherein
the cutting units include a first row of cutting units and a
second row of cutting units, and further comprising a raise
switch and a lower switch providing signals to the vehicle
controller and raising or lowering the first row of cutting units
before the second row of cutting units.

3. The end of cut speed control system of claim 1 wherein
the vehicle controller commands the traction drive system to
the mow mode ground speed based on pedal sensor position if
the PTO switch is on and the proximity switch indicates the
cutting units are on the ground in the mow position.

4. The end of cut speed control system of claim 1 wherein
the cutting motors are electric motors on cutting reels.

5. An end of cut speed control system, comprising:

a vehicle controller on a mower receiving input signals
from a forward pedal sensor, a PTO switch, a raise
switch, a lower switch, a proximity switch, and a display
module, and providing output signals to command a
traction drive system to operate the mower at a ground
speed;

the vehicle controller changing the output signals to the
traction drive system to reduce the ground speed relative
to the signals from the forward pedal sensor, if the
vehicle controller receives input signals indicating the
PTO switch is on and the proximity switch indicates a
plurality of cutting units are raised to a cross cut posi-
tion.

6. The end of cut speed control system of claim 5 wherein
the vehicle controller reduces the ground speed by multiply-
ing the ground speed based on signals from the forward pedal
sensor and an end of cut mode ground speed.

7. The end of cut speed control system of claim 5 wherein
the display module allows a preset maximum mow mode
ground speed.



